
    



Product List:

P01 P01 P02 P02
0.36W/30LM/IP65 0.30W/28LM/IP65 0.36W/54LM/IP67 0.48W/73LM/IP67

P03 P03

P05 P05

0.72W/110LM/IP67 0.96W/145LM/IP67

0.48W/55LM/IP65 0.72W/75LM/IP65

P06 P06

P07 P07

1.5W/145LM/IP65 1.44W/150LM/IP65

0.5W/54LM/IP67 1.0W/105LM/IP67

P08 P08
1.5W/149LM/IP67 2.0W/202LM/IP67

P09 P11
1.0W/150LM/IP67 1.2W/120LM/IP67

P02
0.60W/60LM/IP67

P05
0.50W/50LM/IP65

P09
0.5W/75LM/IP67

P10
1.5W/185LM/IP67

Product List:

P12 P13 P13

P15

2.0W/202LM/IP65 1.32W/130LM/10º*60º 1.5W/135LM/20º*45º

2.0W/202LM/20º*45º

P16 P17
0.72W/IP65/RGB 1.44W/IP65/RGB

P12
1.5W/145LM/IP65

P15
2.5W/240LM/20º*45º

P19
DC24V / 0.5W / 75LM

P19
DC24V / 0.5W / 75LM

P20
DC24V/1.5W/185LM

P20
DC24V/2.0W/240LM

www.myniceled.com

Product datasheet

Product main benefits
- Uniform and efficient illumina�on at high LED module distance thanks to new wide lens design
- 4 modules in 1 square meter light box can get excellent op�cal performance
- 5 years warranty

Product features
- 12VDC/24VDC
- 900 lm/module
- 100 lm/W 
- Beam angle 175°
- CE marked and UL listed

Areas of applica�on
- Signage and illuminated adver�sing 
- Backligh�ng of channel le�ers and light box
- best for 80mm to 300mm depth (3inch to 12inch)

BoxBack Wide 8LED
- M28GW34D (12V)
- M28GW34E (24V)

P21
DC24V/3.0W/465LM

P22
DC24V/9W/900LM

P23
AC110/220V/2W/190LM

P24
AC110/220V/1.2W/120LM

P25
DC12V/12W/1200LM

P26
DC12V/18W/1800LM

P18

RGBW 4 chips in 1 
DC12V / 1.08W 



Ultra small size

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 30-80MM 

Beam Angle:120º
Beaming Angle

Wire Connection

Reference Scheme

Width（mm） Depth(mm) Size(mm) Square(m²) Distance(mm) Qty(pcs)

A30

A40

A60

A50

The acrylic plate in the case is 3mm thickness, and the light transmittance is 54.4%.
The illumination above is the minimum data when evenly lighted.
The above data is for reference only.

Remark：

5-3

Illumination(lux)Density(pcs/m²)

30

40

60

50

450*420

470*440

510*480

490*460

0.18

0.2

0.24

0.22

30

40

60

50

50

46

41

41

278

230

171

186

5500-6500

4400-5400

3000-3700

3800-4500

90°

80°

70°

60°

50°

40°
30°

20°10°

90°

80°

70°

60°

50°

40°
30°

20° 10° 0°

0.2 0.4 0.6 0.8 1.01.0 0.8 0.6 0.4 0.2 0

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP65 waterproof

Cu�able every module

3 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

40mm

50mm

50mm

60mm

Dx

50mm

50mm

70mm

80mm

Dy

50mm

50mm

70mm

80mm

Qty/M²

400pcs

400pcs

196pcs

169pcs

Power/M²

144W

144W

59W

51W

Illumina�on

9030lux

7850lux

4680lux

3470lux

Order INFO and Parameter:

Part No.

OP-3CSM1808-3

OP-2CSM3006-2

Voltage

DC12V

DC12V

Power/pc

0.36W

0.30W

Lumen/pcs

30LM

28LM

LED Type

SMD3014

SMD2835

Ra

>70

>70

Dimension

18*8*2.9mm

30*7*4.4mm

Available Color

Part No.

OP-3CSM1808-3

OP-2CSM3006-2

Dy Dx

H

Light box with Depth 30-80MM 

120º
One BIN

Only
IP65 3Yrs

Warranty

www.abcled.ee01

Unit:MM

23.4

18 5.4

8

182.
9

70

3000K/7000K/12000K

Mini Series LED module

OP-3CSM1808-3:
Length:18MM
Width:8MM
Height:2.9MM
Center distance:23.4MM

OP-2CSM3006-2:
Length:30MM
Width:7MM
Height:4.4MM
Center distance:70MM

50000hrs
Lifetime

Ultra small size

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 50-160MM 

Beam Angle:160º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP67 waterproof

Cu�able every module

5 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

60mm

80mm

80mm

100mm

50mm

80mm

Dx

60mm

100mm

100mm

120mm

60mm

80mm

Dy

60mm

100mm

100mm

120mm

60mm

80mm

Qty/M²

256pcs

100pcs

100pcs

64pcs

260pcs

144pcs

Power/M²

92W

36W

48W

30.8W

156W

86W

Illumina�on

5780lux

2370lux

2920lux

1950lux

11800lux

4800lux

Order INFO and Parameter:

Part No.

OP-2LSM1210-1

OP-2LSM3009-2

OP-2LSM2709-3

Voltage

DC12V

DC12V

DC12v

Power/pc

0.36W

0.48W

0.60W

Lumen/pcs

54LM

73LM

60LM

LED Type

SMD2835

SMD2835

SMD2835

Ra

>70

>70

>70

Dimension

12.2*10*9mm

29.9*9.4*8.1mm

29.2*9.6*8mm

Available Color

3000K/7000K/12000K

3000K/7000K/12000K

3000K/7000K/12000K

Part No.

OP--2LSM1210-1

OP-2LSM3009-2

OP-2LSM2709-3

Dy Dx

H

Light box with Depth 50-160MM 

160º
One BIN

Only
IP67 5Yrs

Warranty

www.abcled.ee 02
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28.0

35.0

60

Unit:MM

150
LM/W

80

OP-2LSM1210-1:
Length:12.2mm
Width:10MM
Height:9MM
Center Distance:60MM

OP-2LSM3009-2:
Length:29.88mm
Width:9.39MM
Height:8.1MM
Center Distance:80MM

OP-2LSM2709-3:
Length:29.2mm
Width:9.6MM
Height:8MM
Center Distance:74.2MM74.2

Mini Series LED module

50000hrs
Lifetime



Ultra small size

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 50-250MM 

Beam Angle:160º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP67 waterproof

Cu�able every module

5 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

80mm

120mm

120mm

150mm

Dx

140mm

160mm

160mm

200mm

Dy

120mm

160mm

160mm

200mm

Qty/M²

60pcs

36pcs

36pcs

25pcs

Power/M²

43.2W

26W

35W

24W

Illumina�on

3680lux

2310lux

2650lux

1810lux

Order INFO and Parameter:

Part No.

OP-2LSM4110-3

OP-2LSM6410-4

Voltage

DC12V

DC12V

Power/pc

0.72W

0.96W

Lumen/pcs

110LM

145LM

LED Type

SMD2835

SMD2835

Ra

>70

>70

Dimension

41.2*10.3*9.4mm

64.2*10.39.5mm

Available Color

3000K/7000K/12000K

3000K/7000K/12000K

Part No.

OP--2LSM4110-3

OP-2LSM6410-4

Dy Dx

H

Light box with Depth 50-250MM 

160º
One BIN

Only
IP67 5Yrs

Warranty

www.abcled.ee03
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Unit:MM

150
LM/W

80
121

194

50000hrs
Lifetime

Mini Series LED module

Adopts high efficiency 2835 LED chip.

Features:

Applica�on:

Ideal for  light box and 3D le�ers with depth 30-80MM.

Light decay <3%  for  6000hrs

SDCM≤3

IP20 and IP65 are available.

Cu�able every 3LEDs .

3 years warranty

Dimensions:

Order INFO and Parameter:

120º
One BIN

Only IP65
3Yrs

Warranty

www.abcled.ee 04

Unit:MM

Indoor decora�on ligh�ng.

IP20

Available Colors:

Part No.

OP-NSFL2835-1260

OP-FSFL2835-1260

IP

IP20

IP65

Power/m

7.2W

7.2W

Lumen/m

620LM

620LM

LED Qty/M

60

60

Ra

>75

>75

Dimension

5000*6mm

5000*6mm

Voltage

DC12V

DC12V

LED Type

SMD2835

SMD2835

Red Yellow Green Blue

Packing

Qty

Weight

Qty/roll

5m

0.1KG

Qty/bag

5

0.1KG

Qty/carton

1000m

18.5KG

Carton Size

54*32*43cm

Packing Details:

Mini Series-S LED strips 

IP20 IP65

Indoor using only In humid air

LED Chip
FPC

LED Chip
FPC

Silicone Gel



Aluminum PCB

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 60-200MM 

Beam Angle:160º

Light decay <3%  for  6000hrs
CRI>70 
3-step MacAdam ellipse
V-0 fire safety level
IP65 waterproof
Cu�able every module
3 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

80mm

100mm

100mm

150mm

Dx

90mm

110mm

140mm

200mm

Dy

90mm

110mm

140mm

200mm

Qty/M²

121pcs

81pcs

49pcs

25pcs

Power/M²

58W

39W

35W

18W

Illumina�on

1780lux

1070lux

2360lux

1080lux

Order INFO and Parameter:

Part No. Voltage

DC12V

DC12V

DC12V

DC12V

DC12V

DC12V

DC12V

Power/pc

0.5W

0.48W

0.72W

1.0W

0.72W

1.2W

1.5W

Lumen/pcs

50LM

55LM

75LM

100LM

75LM

120LM

150LM

LED Type

SMD2835

SMD2835

SMD2835

SMD2835

SMD2835

SMD2835

SMD2835

Ra

>70

>70

>70

>70

>70

>70

>70

Dimension

35*17.6*6.6mm

49*14.8*7.2mm

49*14.8*7.2mm

49*14.8*7.2mm

70*14.8*7.2mm

70*14.8*7.2mm

70*14.8*7.2mm

Available Color

Part No.

OP--2LSM4915-2

OP-2LSM7015-3

Dy Dx

H

Light box with Depth 60-200MM 

160º
One BIN

Only
IP65 3Yrs

Warranty

www.abcled.ee05

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0.0

7.0

14.0

21.0

28.0

35.0

Unit:MM

100
LM/W

85

134

0.
48

W

0.
48

W

155

14
.8

0.72W0.72W

E Series LED module

OP-2LSM3518-1

OP-2LSM4915-2

OP-2LSM7015-3

50000hrs
Lifetime

Aluminum PCB

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 80-300MM 

Beam Angle:160º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

V-0 fire safety level

IP65 waterproof

Cu�able every module

3 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

100mm

150mm

150mm

200mm

Dx

140mm

200mm

160mm

200mm

Dy

140mm

200mm

160mm

200mm

Qty/M²

50pcs

25pcs

36pcs

25pcs

Power/M²

75W

38W

52W

36W

Illumina�on

2430lux

1260lux

1680lux

1250lux

Order INFO and Parameter:

Part No.

OP-2LSM8818-3

OP-2LSM3838-4

OP-2ALSM3838-4

Voltage

DC12V

DC12V

DC12V

Power/pc

1.5W

1.44W

2.4W

Lumen/pcs

145LM

150LM

240LM

LED Type

SMD2835

SMD2835

SMD2835

Ra

>70

>70

>70

Dimension

88*17.6*7mm

43*38*7.3mm

43*38*8.4mm

Available Color

Part No.

OP--2LSM8818-3

OP-2LSM3838-4

Dy Dx

H

Light box with Depth 80-300MM 

160º
One BIN

Only
IP65 3Yrs

Warranty

www.abcled.ee 06
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100
LM/W

OP-2LSM3838-4 can produce power : 0.96W / 1.44W / 2.0W/2.4W

85
173

88
52

12VDC  1.44W

21

12VDC 1.44W

Unit:MM

E Series LED module

50000hrs
Lifetime

2700-12000K



2:1 Lens with wide viewing angle

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 30-200MM 

Beam Angle:165º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP67 waterproof

Cu�able every module

5 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

60mm

100mm

100mm

150mm

Dx

120mm

140mm

180mm

200mm

Dy

120mm

140mm

180mm

200mm

Qty/M²

64pcs

49pcs

36pcs

25pcs

Power/M²

32W

25W

36W

25W

Illumina�on

1700lux

1200lux

1460lux

1080lux

Order INFO and Parameter:

Part No.

OP-2LSM2014-1

OP-2LSM5216-2

Voltage

DC12V

DC12V

Power/pc

0.50W

1.0W

Lumen/pcs

54LM

105LM

LED Type

SMD2835

SMD2835

Ra

>70

>70

Dimension

25.2*14*10.5mm

52*16*10.5mm

Available Color

3000K/7000K/12000K

3000K/7000K/12000K

Part No.

OP--2LSM2014-1

OP-2LSM5216-2

Dy Dx

H

Light box with Depth 30-200MM 

165º
One BIN

Only
IP67 5Yrs

Warranty

www.abcled.ee07

Unit:MM

100
LM/W
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172

D Series LED module

50000hrs
Lifetime

2:1 Lens with wide viewing angle

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 80-300MM 

Beam Angle:165º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP67 waterproof

Cu�able every module

5 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

100mm

120mm

150mm

200mm

Dx

200mm

220mm

200mm

240mm

Dy

200mm

220mm

180mm

240mm

Qty/M²

25pcs

25pcs

28pcs

16pcs

Power/M²

38W

38W

56W

32W

Illumina�on

1620lux

1430lux

2860lux

1560lux

Order INFO and Parameter:

Part No.

OP-2LSM7816-3

OP-2LSM4242-4

Voltage

DC12V

DC12V

Power/pc

1.5W

2.0W

Lumen/pcs

149LM

202LM

LED Type

SMD2835

SMD2835

Ra

>70

>70

Dimension

78*16*10.4mm

50*42*10.4mm

Available Color

3000K/7000K/12000K

3000K/7000K/12000K

Part No.

OP--2LSM7816-3

OP-2LSM4242-4

Dy Dx

H

Light box with Depth 80-300MM 

165º
One BIN

Only
IP67 5Yrs

Warranty

www.abcled.ee 08

Unit:MM

100
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198

174

D Series LED module

50000hrs
Lifetime



3:1 Lens with wide viewing angle

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 30-200MM 

Beam Angle:170º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP67 waterproof

Cu�able every module

5 years warranty

Dimensions:

Installa�on Reference:

Order INFO and Parameter:

Part No.

OP-2LSM3015-1

OP-2LSM4517-2

Voltage

DC12V

DC12V

Power/pc

0.50W

1.0W

Lumen/pcs

75LM

150LM

LED Type

SMD2835

SMD2835

Ra

>70

>70

Dimension

29.2*14.75*9.5mm

44.6*17.1*10.5mm

Available Color

3000K/7000K/12000K

3000K/7000K/12000K

Dy Dx

H

Light box with Depth 30-200MM 

170º
One BIN

Only
IP67 5Yrs

Warranty

www.abcled.ee09

Unit:MM

150
LM/W
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24.4

D Series LED module

Depth(H)

60mm

100mm

100mm

150mm

Dx

120mm

140mm

180mm

200mm

Dy

120mm

140mm

180mm

200mm

Qty/M²

64pcs

49pcs

36pcs

25pcs

Power/M²

32W

25W

36W

25W

Illumina�on

2040lux

1450lux

1760lux

1350lux

Part No.

OP--2LSM3015-1

OP-2LSM4517-2

50000hrs
Lifetime

3:1 Lens with wide viewing angle

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 30-200MM 

Beam Angle:170º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP67 waterproof

Cu�able every module

5 years warranty

Dimensions:

Installa�on Reference:

Order INFO and Parameter:

Dy Dx

H

Light box with Depth 30-200MM 

170º
One BIN

Only
IP67 5Yrs

Warranty

www.abcled.ee 10

Unit:MM

150
LM/W
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9.8

14.7

19.6

24.4

Part No.

OP-2LSM6917-2

Voltage

DC12V

Power/pc

1.5W

LED Type

SMD2835

Ra

>70

Dimension

69.4*17.1*9.99mm

Available Color

3000K/7000K/12000K

Housing material

ABS

Working TEMP

-25ºC to +60 ºC

Lumen/pcs

220LM

D Series LED module

Depth(H)                Dx                   Dy                  Qty/m²             Power/m²           Illumina�on

80MM             160MM          160MM           36PCS                  54W                   2900LUX

100MM           200MM           200MM          25PCS                  37.5W                1950LUX

120MM           220MM           220MM          25PCS                  37.5W                1700LUX

150MM           240MM           240MM          16PCS                  24W                    1250LUX

50000hrs
Lifetime



3:1 Lens with wide viewing angle

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 30-200MM 

Beam Angle:170º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP67 waterproof

Cu�able every module

5 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

60mm

80mm

100mm

120mm

Dx

170mm

220mm

270mm

350mm

Dy

170mm

220mm

270mm

350mm

Qty/M²

36pcs

20pcs

16pcs

10pcs

Power/M²

43W

25W

20W

12W

Illumina�on

2530lux

1890lux

1250lux

950lux

Order INFO and Parameter:

Part No.

OP-HSM3018-1PW

Voltage

DC12V

Power/pc

1.2W

Lumen/pcs

140LM

LED Type

EMC 3030

Ra

>70

Dimension

30.5*18*8.6mm

Available Color

3000K/7000K/12000K

Part No.

OP-HSM3018-1PW

Dy Dx

H

Light box with Depth 30-200MM 

170º
One BIN

Only
IP67 5Yrs

Warranty

www.abcled.ee11

Unit:MM
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LM/W

160

0

30

60

90

120

150-150

-120

-90

-60

-30

0.0

4.9

9.8

14.7

19.6

24.4

X Series LED module

50000hrs
Lifetime

160º wide viewing angle

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 50-300MM 

Beam Angle:160º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP65 waterproof

Cu�able every module

5 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

100mm

150mm

150mm

200mm

Dx

150mm

200mm

200mm

200mm

Dy

150mm

200mm

200mm

200mm

Qty/M²

48pcs

25pcs

25pcs

25pcs

Power/M²

72W

38W

50W

50W

Illumina�on

1780lux

1350lux

1870lux

1350lux

Order INFO and Parameter:

Part No.

OP-HSM4028-1

OP-HSM4530-2

Voltage

DC12V

DC12V

Power/pc

1.5W

2.0W

Lumen/pcs

145LM

202LM

LED Type

SMD 3030

SMD 3030

Ra

>70

>70

Dimension

48*29*7.35mm

53*31*7.35mm

Available Color

3000K/6000K/12000K

3000K/6000K/12000K

Part No.

OP--HSM4028-1

OP-HSM4530-2

Dy Dx

H

Light box with Depth 50-300MM 

160º
One BIN

Only
IP65 5Yrs

Warranty

www.abcled.ee 12

Unit:MM

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0.0

9.0

18.0

27.0

36.0

45.0

48
183

29

53
188

31

X Series LED module

50000hrs
Lifetime



   Lens designed for double sided emi�ng light box

Features:

Applica�on:

 double sided emi�ng Light box with depth of  150-300MM

Beam Angle:10º*60º

   Light decay <3%  for  6000hrs

   CRI>70 

   3-step MacAdam ellipse

   HB fire safety level

   IP65 waterproof

   Cu�able every module

   5 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

120mm

150mm

180mm

200mm

Qty/M²

24pcs

24pcs

24pcs

24pcs

Power/M²

32W

32W

32W

32W

Illumina�on

700lux

650lux

600lux

550lux

Order INFO and Parameter:

Part No.

OP-H10SM3422-1

Voltage

DC12V

Power/pc

1.32W

Lumen/pcs

130LM

LED Type

EMC 3030

Ra

>70

Dimension

34.5*23*11.5mm

Available Color

3000K/7000K/12000K

Part No.

OP-H10SM3422-1

 single sided emi�ng light box with depth 80-200MM

10º*60º
One BIN

Only
IP65 5Yrs

Warranty

Unit:MM

100
LM/W

24

White&Red wire to positive
White&Black wire to negative

180

200

1000*1000

1000*1000

500-600

500-550

120

150

1000*1000

1000*1000

650-700

600-650

90°

80°

70°

60°

50°

40°
30°

20°10°

90°

80°

70°

60°

50°

40°
30°

20° 10° 0°

1.0 0.8 0.6 0.20.4 0.8 1.00.60.40.20

Max15

Max15

unghiul de iluminare

modalitatea de amplasare

Adancimea casetei (mm) Cote (mm) Densitatea (buc./m²) Iluminarea reultata (lux)

la Acryl puterea de transmitere este de 32%.

Observatii:

aceste date sunt orientative.

modalitatea de legare

3-5

24

24

24

24

White&Red wire to positive

180

200

1000*1000

1000*1000

500-600

500-550

120

150

1000*1000

1000*1000

650-700

600-650

90°

80°

70°

60°

50°

40°
30°

20°10°

90°

80°

70°

60°

50°

40°
30°

20° 10° 0°

1.0 0.8 0.6 0.20.4 0.8 1.00.60.40.20

Max15

unghiul de iluminare

modalitatea de amplasare

Adancimea casetei (mm) Cote (mm) Densitatea (buc./m²) Iluminarea reultata (lux)

la Acryl puterea de transmitere este de 32%.

Observatii:

aceste date sunt orientative.

modalitatea de legare

24

24

24

Any Size

2M MAX

50000hrs
Lifetime

X Series LED module

   Lens designed for double sided emi�ng light box

Features:

Applica�on:

 double sided emi�ng Light box with depth of  50-200MM

Beam Angle:20º*45º

   Light decay <3%  for  6000hrs

   CRI>70 

   3-step MacAdam ellipse

   HB fire safety level

   IP65 waterproof

   Cu�able every module

   5 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

70mm

100mm

120mm

150mm

Qty/M²

50pcs

40pcs

36pcs

30pcs

Power/M²

75W

60W

54W

45W

Illumina�on

2000lux

1300lux

980lux

850lux

Order INFO and Parameter:

Part No.

OP-H45SM4028-1

Voltage

DC12V

Power/pc

1.5W

Lumen/pcs

145LM

LED Type

SMD 3030

Ra

>70

Dimension

48*29*14.6mm

Available Color

3000K/6000K/12000K

Part No.

OP-H45SM4028-1

20º*45º
One BIN

Only
IP65 5Yrs

Warranty

Unit:MM

24

White&Red wire to positive
White&Black wire to negative

180

200

1000*1000

1000*1000

120

150

1000*1000

1000*1000

90°

80°

70°

60°

50°

40°
30°

20°10°

90°

80°

70°

60°

50°

40°
30°

20° 10° 0°

1.0 0.8 0.6 0.20.4 0.8 1.00.60.40.20

Max15

unghiul de iluminare

modalitatea de amplasare

Adancimea casetei (mm) Cote (mm) Densitatea (buc./m²) Iluminarea reultata (lux)

la Acryl puterea de transmitere este de 32%.

Observatii:

aceste date sunt orientative.

modalitatea de legare

24

24

24

Any Size

2M MAX

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

80

160

240

320

400

48

29

180

X Series LED module

50000hrs
Lifetime
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   Lens designed for double sided emi�ng light box

Features:

Applica�on:

 double sided emi�ng Light box with depth of  50-200MM

Beam Angle:

   Light decay <3%  for  6000hrs

   CRI>70 

   3-step MacAdam ellipse

   HB fire safety level

   IP65 waterproof

   Cu�able every module

   5 years warranty

Dimensions:

Installa�on Reference:

Depth(H)

120mm

150mm

180mm

200mm

Qty/M²

30pcs

26pcs

26pcs

26pcs

Power/M²

60W

52W

52W

52W

Illumina�on

1200lux

950lux

850lux

780lux

Order INFO and Parameter:

Part No.

OP-H45SM4530-2
2.0W

20º*45º
One BIN

Only
IP65 5Yrs

Warranty

Unit:MM

24

180

200

1000*1000

1000*1000

500-600

500-550

120

150

1000*1000

1000*1000

650-700

600-650

90°

80°

70°

60°

50°

40°
30°

20°10°

90°

80°

70°

60°

50°

40°
30°

20° 10° 0°

1.0 0.8 0.6 0.20.4 0.8 1.00.60.40.20

unghiul de iluminare

modalitatea de amplasare

Adancimea casetei (mm) Cote (mm) Densitatea (buc./m²) Iluminarea reultata (lux)

la Acryl puterea de transmitere este de 32%.

Observatii:

aceste date sunt orientative.

modalitatea de legare

24

24

24

Any Size

2M MAX

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

80

160

240

320

400

53

31

180

Part No.

OP-H45SM4530-2

OP-H45SM4530-2.5

Voltage

DC12V

DC12V

Power/pc

2W

2.5W

Lumen/pcs

202LM

240LM

LED Type

SMD 3030

SMD 3535

Ra

>70

>70

Dimension

53*31*14.6mm

53*31*14.6mm

Available Color

3000K/6000K/12000K

3000K/6000K/12000K

50000hrs
Lifetime

X Series LED module

Viewing Angle

20º*45º

10º*60º

   Adopts 5050 RGB LED chips.

Features:

Applica�on:

Ideal for  light box and 3D le�ers with depth 60-180MM

Beam Angle:160º

   Light decay <3%  for  6000hrs

   HB fire safety level

   IP65 waterproof

   Cu�able every module

   3 years warranty

Dimensions:

Installa�on Reference:

Order INFO and Parameter:

160º
One BIN

Only
IP65 3Yrs

Warranty

Unit:MM

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cdUNIT:cdUNIT:cd

0.0

7.0

14.0

21.0

28.0

35.0

Dy Dx

H

Part No.

OP-5LSM7016-3RGB

Voltage

DC12V

Power/pc

0.72W

Lumen/pcs

R:6LM  
G:20LM   

B:5LM

LED Type

SMD 5050

Dimension

70*16*7.6mm

Depth(H)

80mm

100mm

120mm

150mm

Light Box
(L*W)

1000*1000mm

1000*1000mm

1000*1000mm

1000*1000mm

Distance
(dx;dy)

150mm

180mm

200mm

220mm

Qty/m²

50pcs

36pcs

25pcs

20pcs

Power/m²

36W

26W

18W

14.4W

Lux/m²

2980

2150

1560

980

50000hrs
Lifetime

RGB Series LED module

Available Color

RGB 7 colors

15  www.abcled.ee www.abcled.ee      16



Features: Beam Angle:160º

Dimensions:

Installa�on Reference:

Order INFO and Parameter:

12V LED LED LED LED

LED LED LED LED

Max:30pcs in series
LED LED LED LED

LED LED LED LED

Max:50pcs 

12V

Packing

Qty

Weight

Qty/chain

20pcs

0.25KG

Qty/bag

200pcs

2.5KG

Qty/carton

2000pcs

26.9KG

Carton Size

54*32*43cm

Packing Details:

Applica�on:

Ideal for  adver�sing and decora�on.

160º
One BIN

Only
IP65 3Yrs

Warranty

Adopts 5050 RGBW 4 colors in 1 LED chips.

Light decay <3%  for  6000hrs

V0 fire safety level

IP65 waterproof

Cu�able every module

3 years warranty

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNUNIIIT:UN T:T:cccddd

0.0

7.0

14.0

21.0

28.0

35.0

Voltage

DC12V

Lumen/pcs

R:6LM 
G:20LM 

B:5LM
W:50LM

LED Type

SMD 5050

Dimensio

70*16*7.6mm

Color

RGB+W

(3000K/6000K/12000K)

Housing material

PVC

Working TEMP

-25ºC to +60 ºC

Power/pcs

1.08W

Part No.

OP-5ALSM7016-3RGBW

16

80

150

1.08W 1.08W

Adopts 5050 RGB LED chips.

Features:

Applica�on:

Ideal for  light box and 3D le�ers with depth 60-180MM

Beam Angle:160º

Light decay <3%  for  6000hrs

HB fire safety level

IP65 waterproof

Cu�able every module

3 years warranty

Dimensions:

Installa�on Reference:

Order INFO and Parameter:

160º
One BIN

Only
IP65 3Yrs

Warranty

www.abcled.ee17

Unit:MM

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNUNIIIT:UN T:T:cccddd

0.0

7.0

14.0

21.0

28.0

35.0

Dy Dx

H

Part No.

OP-5LSM3838-4RGB

Voltage

DC12V

Power/pc

1.44W

Lumen/pcs

R:8LM 
G:25LM 

B:7LM

LED Type

MD5050

Dimension

43*38*6.7mm

Available Color

RGB 7 colors

Depth(H)

80mm

100mm

120mm

150mm

Light Box
(L*W)

1000*1000mm

1000*1000mm

1000*1000mm

1000*1000mm

Distance
(dx;dy)

150mm

180mm

200mm

220mm

Qty/m²

50pcs

36pcs

25pcs

20pcs

Power/m²

72W

52W

36W

28.8W

Lux/m²

4600

3800

2780

1760

50000hrs
Lifetime

RGB Series LED module

www.abcled.ee 18

RGBW  Series LED module



3:1 Lens with wide viewing angle

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 30-200MM 

Beam Angle:170º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP67 waterproof

Cu�able every module

5 years warranty

Dimensions:

Installa�on Reference:

Order INFO and Parameter:

Part No.

OP-2LSM3015-1

OP-2LSM4517-2

Voltage

DC24V

DC24V

Power/pc

0.5W

1.0W

Lumen/pcs

62LM

125LM

LED Type

SMD2835

SMD2835

Ra

>70

>70

Dimension

29.2*14.75*9.5mm

44.6*17.1*10.5mm

Available Color

3000K/7000K/12000K

3000K/7000K/12000K

Dy Dx

H

Light box with Depth 30-200MM 

170º
One BIN

Only
IP67 5Yrs

Warranty

www.abcled.ee19

Unit:MM

125
LM/W

0

30

60

90

120

150-150

-120

-90

-60

-30

0.0

4.9

9.8

14.7

19.6

24.4

24V Series LED module

Depth(H)

60mm

100mm

100mm

150mm

Dx

120mm

140mm

180mm

200mm

Dy

120mm

140mm

180mm

200mm

Qty/M²

64pcs

49pcs

36pcs

25pcs

Power/M²

32W

25W

36W

25W

Illumina�on

1800lux

1300lux

1460lux

1080lux

Part No.

OP--2LSM3015-1

OP-2LSM4517-2

50000hrs
Lifetime

DC
24V

3:1 Lens with wide viewing angle

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 30-200MM 

Beam Angle:170º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP67 waterproof

Cu�able every module

5 years warranty

Dimensions:

Installa�on Reference:

Order INFO and Parameter:

Dy Dx

H

Light box with Depth 30-200MM 

170º
One BIN

Only
IP67 5Yrs

Warranty

www.abcled.ee 20

Unit:MM

125
LM/W

0

30

60

90

120

150-150

-120

-90

-60

-30

0.0

4.9

9.8

14.7

19.6

24.4

Part No.

OP-2LSM6917-2

OP-2LSM4242-4

Voltage

DC24V

DC24V

Power/pc

1.5W

2.0W

LED Type

SMD2835

SMD2835

Ra

>70

>70

Dimension

69.4*17.1*9.99mm

50*42*10.4mm

Available Color

3000K/7000K/12000K

3000K/7000K/12000K

Housing material

ABS

ABS

Working TEMP

-25ºC to +60 ºC

-25ºC to +60 ºC

Lumen/pcs

185LM

240LM

50000hrs
Lifetime

DC
24V

24V Series LED module

174

Depth(H)

100mm

120mm

150mm

200mm

Dx

200mm

220mm

200mm

240mm

Dy

200mm

220mm

180mm

240mm

Qty/M²

25pcs

25pcs

28pcs

16pcs

Power/M²

38W

38W

56W

32W

Illumina�on

1620lux

1430lux

2860lux

1560lux

Part No.

OP--2LSM6917-3

OP-2LSM4242-4



3:1 Lens with wide viewing angle

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 80-250MM 

Beam Angle:170º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

HB fire safety level

IP67 waterproof

Cu�able every module

5 years warranty

Dimensions:

Light box with Depth 80-250MM 

170º
One BIN

Only
IP67 5Yrs

Warranty

0

30

60

90

120

150-150

-120

-90

-60

-30

0.0

4.9

9.8

14.7

19.6

24.4

Installa�on Reference:

Order INFO and Parameter:

Part No.

OP-HSM9788-7

Voltage

DC24V

Power/pc

6W

LED Type

SMD2835

Ra

>80

Dimension

97*88*9.29mm

Available Color

3000K/6000K

Working TEMP

-25ºC to +60 ºC

Lumen/pcs

900LM

www.abcled.ee21

4:1 Lens with wide viewing angle

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 80-300MM 

Beam Angle:175º

Light decay <3%  for  6000hrs

CRI>70 

3-step MacAdam ellipse

V2 fire safety level

IP67 waterproof

Cu�able every module

5 years warranty

Dimensions:

Light box with Depth 80-300MM 

175º
One BIN

Only
IP67 5Yrs

Warranty

0

30

60

90

120

150-150

-120

-90

-60

-30

0.0

4.9

9.8

14.7

19.6

24.4

Installa�on Reference:

Order INFO and Parameter:

Part No.

OP-HSM9595-9

Voltage

DC24V

Power/pc

9W

LED Type

SMD2835

Ra

>70

Dimension

95*95*8.5mm

Available Color

3000K/6000K

Qty /chain

20pcs

Working TEMP

-25ºC to +60 ºC

Lumen/pcs

900LM

D

P

P:D = 4:1

www.abcled.ee 22

Power Series LED module Power Series LED module

D(
De

pt
h 

of
 li

gh
t b

ox
)

LED module P ( LED module center distance)
P:D=3:1

Qty /chain

10pcs



best for 80mm to 300mm depth (3inch to 12inch)

Without power adapter, AC110V/220V input  directly

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 60-200MM 

Beam Angle:165º

Constant current circuit driving

CRI>70 

3-step MacAdam ellipse

HB  fire safety level

IP65 waterproof

Cu�able every module

2 years warranty

Light box with Depth 60-200MM 

165º
110V/220V

Input IP65 2Yrs
Warranty

Installa�on Reference:

Order INFO and Parameter:

Packing Details:

Part No.

OP-AC8620

Input Voltage

AC110V/AC220V

Power/pcs

2.0W

Lumen/pcs

190LM

LED Type

SMD2835

RA

>70

Housing Maerial

PVC

Dimension

86*20mm

Qty /string

20pcs

Color

3000K/6000K/9000K

Solution Width(mm)
Thickness

(mm)
Size (mm)

Arrangement

way(m²)
Arrangement

distance (mm)

Module Qty

(PCS)

Installation

density

(PCS/m²)

Surface

illumination

(LUX/m²)

Solution 1 63 60 510x320 0.163 90 13 80

Solution 2 82 80 665x415 0.28 120 14 50

Solution 3 110 100 885x507 0.45 140 16 35

Solution 4 130 120 1060x665 0.71 155 19 27

Packing

Qty

Weight

Qty/chain

20pcs

0.25KG

Qty/bag

200pcs

2.5KG

Qty/carton

1200pcs

16KG

Carton Size

45*31*29cm

7000-7500

4000-4500

3000-3500

2000-2500

www.abcled.ee23

Without power adapter, AC110V/220V input  directly

Features:

Applica�on:

3D illumina�on LED le�ers with Depth 60-200MM 

Beam Angle:175º

Excellent waterproof with IP67

1.5pcs/FT,5pcs /m. 

3-step MacAdam ellipse

HB  fire safety level

Cu�able every module

5 years warranty

Light box with Depth 60-200MM 

170
110V/220V

Input IP67 5 Yrs
Warranty

Installa�on Reference:

Order INFO and Parameter:

Packing Details:

Part No.

OP-AC6616

Input Voltage

AC110V/AC220V

Power/pcs

1.2W

Lumen/pcs

120LM

LED Type

SMD2835

RA

>70

Housing Maerial

ABS+PC

Dimension

66*16mm

Qty /string

20pcs

Color

3000K/6000K/9000K

Packing

Qty

Weight

Qty/chain

20pcs

0.25KG

Qty/bag

100pcs

2.5KG

Qty/carton

1000pcs

16KG

Carton Size

45*31*29cm

Premium components to assure stable quality.

Depth(H)               Dx                   Dy                    Qty/m²              Power/m²           Illumina�on

120MM            160MM          160MM               36PCS                   43W                    2050LUX

150MM            200MM           200MM               25PCS                  30W                     1350LUX

180MM            200MM           200MM               25PCS                  30W                     1060LUX

200MM            200MM           200MM               25PCS                  30W                      980LUX

AC110/220V LED LED LED LED

LED LED LED LED

Max:100pcs in series
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0

30

60

90

120

150-150

-120

-90

-60

-30

0.0

4.9

9.8

14.7

19.6

24.4

AC220V Series LED module AC220V Series LED module



Features:

Applica�on:
backlight for Light box with depth of  40-100MM

Outdoor commercial ligh�ng

One BIN

Only
IP20
IP65

2Yrs
Warranty

Installa�on Reference:

Order INFO and Parameter:

Part No.

OP-NFL3030-1212

OP-FFL3030-1212

Voltage

DC12V

DC12V

Power/pc

12W

12W

LED Type

3030

3030

LED Qty

12pcs

12pcs

Dimension

950*17*1.2mm

960*23.5*10mm

Available Color

3000K/6500K/12000K

3000K/6500K/12000K

IP Rate

IP20

IP65

Lumen/LED

100LM

100LM

175º

DC12V input,safe voltage.

Contant Voltage driving,can keep long life �me.

CRI>70 

3-step MacAdam ellipse

Using SMD3030 LEDs with high brightness

Using  175º lens.

Have connectors at end,easy and fast installa�on.

2 years warranty

Beam Angle:175º

Height(H)

80mm

150mm

150mm

200mm

Qty

15pcs

8pcs

8pcs

6pcs

Illumina�on

6300lux

2600lux

2300lux

2980lux

Ra

>70

>70

Thickness(W)

40mm

80mm

100mm

120mm

0

30

60

90

120

150-150

-120

-90

-60

-30

0.0

4.9

9.8

14.7

19.6

24.4

AC INPUT

RoHS RoHS RoHS

RoHS RoHS RoHS

MAX=20PCS

RoHS RoHS RoHS

POWER SUPPLY

L
W

H

SIZE

1200*1200mm

Part No.

OP-NFL3030-1212

Features:

Applica�on:
double sided emi�ng Light box with depth of  60-200MM

Outdoor commercial ligh�ng

One BIN

Only
IP20
IP65

2Yrs
Warranty

Installa�on Reference:

Order INFO and Parameter:

Part No.

OP-NFL3030-1218

OP-FFL3030-1218

Voltage

DC12V

DC12V

Power/pc

18W

18W

LED Type

3030

3030

LED Qty

18

18

Dimension

990*25*15.3MM

1010.4*27*15.4MM

Available Color

7000K/12000K

7000K/12000K

IP Rate

IP20

IP65

Lumen/LED

300LM

300LM

20º*45º

DC12V input,safe voltage.

CRI>70 

3-step MacAdam ellipse

Using smd300 LEDs with high brightness

Using  20º*45º lens,Max can ligh�ng distance 3m.

2 years warranty

Beam Angle:20º*45º

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

80

160

240

320

400

Height(H)

1000mm

1200mm

1500mm

2000mm

Qty(L)

4pcs

4pcs

4pcs

4pcs

Illumina�on

5600lux

5300lux

4100lux

3200lux

Ra

>70

>70

AC INPUT

开关电源

DC24V DC24V DC24V DC24V

DC24V DC24V DC24V DC24V

DC24V DC24V DC24V DC24V

DC24V DC24V DC24V DC24V

300mm

400mm

500mm

1000mm

MAX=10PCS

MAX=8PCS

MAX=5PCS

MAX=3PCS

1. DC24V input,Each line do not over load MAX quan�ty.
2. End should be isolated with glue. So that to escape short circuit.

L

H

W

Thickness(W)

80mm

100mm

120mm

150mm

25      www.abcled.ee www.abcled.ee     26

Backlight LED strip
Side light LED strip
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