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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- This product is in small size that can be bent arbitrarily 

- Addressable COB LED strip with built-in SK6805 IC, colorful, 

beautiful and cool

- Using SMD flip chip, high integration

- 332 LEDs/Pixels per meter 

- Each 0.5 meter can be cut, thicker PCB and 1+2 Oz copper 

- DC5V input, 1meter per reel 

- Silicon tube waterproof IP65 

Product Parameter

IP Rate

DC5V

ROHS

2
YEAR

WARRANTY

IP20

FPC

IP65

FPC

SILICON TUBE

1000mm/39.370mm

10

500mm/19.685in

5V 5V 5V 5V

GND

DI

DC5V

150mm/5.90in

Dimension (unit: mm/in)

Input
Output

PN LED Type

COB
332LEDs/m

Emitting color Cutting unitPower

17W/m

Voltage

DC5VS010332ZA3SA8

Dimension

1000*12mm

Protocol/Pixel/m

SPI-SK6812
332pcsRGB 500mm

PCB Color

White

5V5V 5V5V 5V5V 5V5V 5V5V 5V 5V 5V5V

GND GNDGND GNDGND GND GNDGND GNDGND GNDGND GNDGND GNDGND GND GND

5V

GND

Description

- This ABCLED | Digital LED Strip has 30pcs 5050 RGB LED chips & 10 pixels per 
meter

- SPI control, 3LEDs per section 

- Can be cut every 100mm, white & black PCB board are available 

- 1+1 Ounce copper FPC, 5m per reel and 3M tape is included 

- JST SM connector on each side

- DC12V constant voltage operation 

- IP Rate: IP20, IP64, IP65, IP67

Product Parameter

IP Rate

DC12V

5000mm/196.85in

10mm/0.394in
100mm/3.937in

12V

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

33.33mm/1.312in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

GND

DI

DC12V

Dimension (unit: mm/in)

Input

PN LED Type

SMD5050
30LEDs/m

Emitting color Cutting unitPower

7.2W/m

Voltage

DC12VS010030CB3SF

Dimension

5000*10mm

Protocol/Pixel/m

SPI-WS2811
10pcsRGB 100mm

PCB Color

White/Black

Output

DI

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- This ABCLED | Digital LED Strip has 60pcs 5050 RGB LED chips per meter -

SPI Control, 3LEDs & 20 pixels/DC12V, or 6LEDs & 10 pixels/DC24V 

per section 

- Can be cut every 50mm, white & black PCB board are available 

- 1+1 Ounce copper FPC, 5m per reel, 3M tape is included 

- JST SM connector on each side

- DC12V/24V constant voltage operation 

- IP Rate: IP20, IP64, IP65, IP67

Product Parameter

IP Rate

DC12V

5000mm/196.85in

10mm/0.393in
50mm/1.968in

12V

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

16.67mm/0.656in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

120mm/4.72in

0.22mm/0.008inGND

DI

DC12V

Dimension (unit: mm/in)

Input

PN LED Type

SMD5050
60LEDs/m

Emitting color Cutting unitPower

14.4W/m

Voltage

DC12VS010060CB3SF

Dimension

5000*10mm

Protocol/Pixel/m

SPI-WS2811
20pcs

RGB

50mm

PCB Color

White/Black

100mm
SPI-WS2811

10pcsDC24VS010060CC3SF

Output

DI

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

Description

- 24V addressable RGB LED Strip 

- There are 60pcs LEDs & 60 pixels per meter, SPI control

- 4LEDs per section can be cut off, the cutting unit is 66.6mm

- White/Black PCB are available 

- 3 Ounce thick cooper FPC, 5m per reel and 3M tape is included 

- JST SM Connector on each side

- IP Rate Can be IP20, IP64, IP65

Product Parameter

IP Rate

DC24V

5000mm/196.85in

66.6mm/2.622in

GND

DI

DC24V

GND

DO

DC24V

GND

DI

DC24V

GND

DO

DC24V

GND

DI

DC24V

GND

DO

DC24V

15mm/0.590in

16.67mm/0.656in

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

0.22mm/0.008in

120mm/4.72in

DC24V

DI

GND

Dimension (unit: mm/in)

Input Output

PN LED Type

SMD5050
60LEDs/m

Emitting color Cutting unitPower

14.4W/m

Voltage

DC24VS015060CC3SC2

Dimension

5000*15mm

Protocol/Pixel/m

SPI-UCS9812
60PixelsRGB 66.6mm

PCB Color

White/Black

DI DO

LED
LED LED

C U
R L US

E509505
LISTED ROHS

2
YEAR

WARRANTY
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- Super bright ABCLED | Digital LED Strip 

- 90pcs SMD5050 RGB LED chips & 30pixels per meter

- Each group of LEDs(3LEDs) like a pixel dot, each group can be cut down 

- The PCB is 20mm wide , 5meter per reel 

- It's required to power from both ends

- Custom sizes are available, 

- 3M tape attached

- Waterproof version made by silicon tube housing

Product Parameter

IP Rate

DC12V

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD5050
90LEDs/m

Emitting color Cutting unitPower

18W/m

Voltage

DC12VS020090CB3SF

Dimension

5000*20mm

Protocol/Pixel/m

SPI-WS2811
30pcsRGB 33mm

PCB Color

White

DC12V

DIN

GND

DC12V

Do

GND

DC12V

DIN

GND

DC12V

Do

GND

DC12V

DIN

GND

DC12V

Do

GND

DC12V

DIN

GND

DC12V

Do

GND

DC12V

DIN

GND

DC12V

Do

GND

DC12V

DIN

GND

DC12V

Do

GND

DC12V

DIN

GND

DC12V

Do

GND

DC12V

DIN

GND

DC12V

Do

GND

DC12V

DIN

GND

DC12V

Do

GND

DC12V

DIN

GND

DC12V

Do

GND

33mm/1.299in

5000mm/196.85in

0.22mm/0.008in

20mm/0.787in

120mm/4.72in

Input Output

GND

DIN

DC12V

IP20

FPC

IP65

FPC

SILICON TUBE

Do

LED
LED

Description

- This led strip with 96pcs high quality SMD4040 RGB LED chips 

- Use SPI controller, 16Pixels/m, 6LEDs per section

- Input voltage is DC24V 

- Flexible PCB with white color

- 1+2 ounce copper FPC, 10mm width

- Standard 5M/roll, length can be customized

Product Parameter

IP Rate

DC24V

C U
R L US

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD4040
96LEDs/m

Emitting color Cutting unitPower

20W/m

Voltage

DC24VS010096TC3SF

Dimension

5000*10mm

Protocol/Pixel/m

SPI/WS2811
16pcs

RGB 62.5mm

PCB Color

White

0.22mm/0.008in

DI

24V

GND

24V

DI

GND

24V

DO

GND

24V

DI

GND

24V

DO

GND

24V

DI

GND

24V

DO

GND

5000mm/196.85in

62.5mm/2.46in 10mm/0.39in

120mm/4.72in

24V

DO

GND

24V

DI

GND

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

Input Output
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- This flex led strip uses SMD2835 RGB LED chip, 

- 120leds/m, single row led chip

- 20Pixels per meter, SPI control, 6LEDs per section

- DC24V constant voltage operation

- Flex PCB with white color

- 1+2 ounce copper FPC, 10mm width

- 5 m per reel, length can be customized

Product Parameter

IP Rate

DC24V

Dimension (unit: mm/in)

PN LED Type

SMD 2835
120LEDs/m

Emitting color Cutting unitPower

14.8W/m

Voltage

DC24VS010120BC3SB

Dimension

5000*10mm

Protocol/Pixel/m

SPI/UCS1904
20pcsRGB 50mm

PCB Color

White

DI

24V

GND

5000mm/196.85in

50mm/1.97in 10mm/0.39in

+24V

DI

GND

+24V

DO

GND

+24V

DI

GND

+24V

DO

GND

+24V

DI

GND

+24V

DO

GND

+24V

DI

GND

+24V

DO

GND

+24V

DI

GND

+24V

DO

GND

0.22mm/0.008in

120mm/4.72in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

Description

- Auto Addressing DMX512 RGB LED strip, you don't need use a 

address coder

- 30 DMX channels per meter (10Pixels)

- The whole strip is 5meters long, but the cutting unit is 100mm contains 

6pcs LEDs and 3 channels 

- 300P 3M tape attached on backside of PCB 

- IP Rate: IP20, IP64, IP65, IP67 

- It's easy to run with any standard DMX512 controller

Product Parameter

IP Rate

DC24V

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD5050
60LEDs/m

Emitting color Cutting unitPower

14.4W/m

Voltage

DC24VS012060CC3DC6

Dimension

5000*12mm

Protocol/Pixel/m

Auto DMX512/
10pcsRGB 100mm

PCB Color

White/Black

+

PI

A

B

-

+

PO

A

B

-

100mm/3.937in
12mm/0.472in

5000mm/196.85in 120mm/4.72in

0.22mm/0.008in

Input Output

B

A

PI

GND

DC24V

PI PI

+

PO

A

B

-

+

PO

A

B

-

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

Input Output
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- RGBW DMX512 LED strip, manual set DMX address by coder 

- 40 DMX channels per meter (10Pixels)

- The whole strip is 5meters long, but the cutting unit is 100mm contains 

6pcs LEDs and 4 channels 

- 300P 3M tape attached on backside of PCB 

- IP Rate: IP20, IP64, IP65, IP67 

- It's easy to run with any standard DMX512 controller which supports RGBW

Product Parameter

IP Rate

DC24V

C U
R L US

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD5050
60LEDs/m

Emitting color Cutting unitPower

19.2W/m

Voltage

DC24VS012060CC4DC0

Dimension

5000*12mm

Protocol/Pixel

DMX512/10pcs 100mm

PCB Color

White/Black

12mm/0.472in
+24V

-PI

AI

BI

GND

+24V

PI

AI

BI

GND

+24V

-PI

AI

BI

GND

+24V

PI

AI

BI

GND

+24V

-PI

AI

BI

GND

+24V

PI

AI

BI

GND

100mm/3.94in

5000mm/196.85in

0.22mm/0.008in

120mm/4.72in

Input Output

B

A

PI

GND

DC24V

RGB+W:3000K/
4000K/6000K 

PO

AO

BO

PO

AO

BO

PO

AO

BO

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

Description

- SMD5050 RGBW 4 in 1 LED chip, 84LEDs/m

- DMX control, every 7LEDs/pixel(4CH)

- Input voltage is DC24V

- Flex PCB and PCB color is white

- 1+2 Ounce copper, 12mm wide

- Standard 5M/roll, length can be customized 

Product Parameter

IP Rate

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD5050
4 in1

84LEDs/m

Emitting color Cutting unitPower

23W/m
(max)

Voltage

DC24VS012084CC4DC0

Dimension

5000*12mm

Protocol/Pixel/m

DMX/TM512AC
12pcs 83.33mm

PCB Color

White
RGB+W:3000K/
4000K/6000K 

0.22mm/0.008in

B
A

PI

24V

GND

Input Output

DC24V

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

5000mm/196.85in

83.33mm/3.28in 12mm/0.47in

24V

A

B

PI

GND

24V

A

B

PO

GND

24V

A

B

PI

GND

24V

A

B

PO

GND

24V

A

B

PI

GND

24V

A

B

PO

GND
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- 5050 LED chip, 120LEDs/m, double row 

- DMX IC chip and controlled by DMX controller 

- Input voltage is DC24V 

- Flexible PCB, FPC color is white 

- PCB with 1+2 Oz copper, 20mm width 

- Standard 5m/roll, length can be customized

Product Parameter

IP Rate

DC24V

ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD5050
120LEDs/m

Emitting color Cutting unitPower

19.2W/m

Voltage

DC24VS020120CC4DC0

Dimension

5000*20mm

Protocol/Pixel

DMX512/10pcs 100mm

PCB Color

White

Input Output

RGB+W:3000K/
4000K/6000K 

IP20

FPC

IP65

FPC

SILICON TUBE

LED
LED

Description

- 2835 LED chip, 120LEDs/m 

- DMX IC chip and controlled by DMX controller 

- Input voltage is DC24V 

- Flexible PCB, FPC color is white 

- PCB with 1+2 Oz copper, 10mm width 

- Standard 5m/roll, length can be customized

Product Parameter

IP Rate

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD2835
120LEDs/m

Emitting color Cutting unitPower

15W/m

Voltage

DC24VS010120BC1DC0

Dimension

5000*10mm

Protocol/Pixel/m

DMX/TM512AC
10pcs 100mm

PCB Color

White
W:3000K/4000K/

6000K 

Input Output

DC24V

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

GND

A

PI

B

24V

GND

A

PO

B

24V

GND

A

PI

B

24V

GND

A

PO

B

24V

0.22mm/0.008in

5000mm/196.85in

100mm/3.94in 20mm/0.79in

B
A

PI

24V

GND

B
A

PI

24V

GND

100mm/3.94in 10mm/0.394in

GND

PI

B

A

24V

GND

PO

B

A

24V

GND

PI

B

A

24V

GND

PO

B

A

24V

0.22mm/0.008in

5000mm/196.85in
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- 2835 LED chip, 240LEDs/m, double row 

- DMX IC chip and controlled by DMX controller 

- Input voltage is DC24V 

- Flexible PCB, FPC color is white 

- PCB with 1+2 Oz copper, 20mm width 

- Standard 5m/roll, length can be customized

Product Parameter

IP Rate

DC24V

ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD2835
240LEDs/m

Emitting color Cutting unitPower

19.2W/m

Voltage

DC24VS020240BC1DC0

Dimension

5000*20mm

Protocol/Pixel

DMX512/10pcs 100mm

PCB Color

White

Input Output

W:3000K/4000K/
6000K 

IP20

FPC

IP65

FPC

SILICON TUBE

LED
LED

0.22mm/0.008in

5000mm/196.85in

100mm/3.94in

B
A

PI

24V

GND

20mm/0.79in

GND

PI

B

A

24V

GND

PO

B

A

24V

GND

PI

B

A

24V

GND

PO

B

A

24V

Description

- RGBW ABCLED | Digital LED Strip has 60LEDs per meter 

- 5m per reel, 3M tape is included 

- Each small section can be cut off, 3LEDs & 50mm in 12V, 6LEDs & 

100mm in 24V 

- JST SM connector on each side

- DC12 / 24V constant voltage operation 

- The CCT of white can be customized as warm white or cool white 

- IP Rate Can be IP20, IP64, IP65, IP67 

Product Parameter

IP Rate

DC24V

DC24V

GND

DI

DC24V

GND

DO

5000mm/196.85in

12mm/0.472in
100mm/3.937in

0.22mm/0.008in

DC24V

GND

DI

DC24V

GND

DO

16.67mm/0.656

C U
R L US

E509505
LISTED ROHS

2
YEAR

WARRANTY

120mm/4.72in

GND

DI

DC24V

Dimension (unit: mm/in)

Input Output

PN LED Type

SMD5050
4 in 1

60LEDs/m

Emitting color Cutting unitPower

19.2W/m

Voltage

DC12VS012060CB4ST

Dimension

5000*12mm

Protocol/Pixel/m

SPI-UCS2904
20pcs 50mm

PCB Color

White/Black

100mm
SPI-UCS2904

10pcsDC24VS012060CC4ST

DI

RGB+W:3000K/
4000K/6000K 

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- Addressable LED strip has 30pcs SMD5050 RGB built in IC Chips 

- 30 pixels per meter, each single LED is cut-able 

- The PCB is 1+2 Ounce thick copper 

- All the soldering pads are very large 

- White & Black PCB, DC5V voltage 

- 5 Meters per reel, customized sizes are also available 

- 3Pin JST SM connector

- IP Rate: IP20, IP64, IP65 

Product Parameter

IP Rate

DC5V

5000mm/196.85in

10mm/0.393in

+5V

DI

GND

+5V

DO

GND

0.22mm/0.008in

33.3mm/1.311in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

120mm/4.72in

DC5V

Din

GND

Dimension (unit: mm/in)

Input Output

PN LED Type

SMD5050
30LEDs/m

Emitting color Cutting unitPower

7.2W/m

Voltage

DC5VS010030CA3SA1

Dimension

5000*10mm

Protocol/Pixel/m

SPI-SK6812
30pcsRGB 33.3mm

PCB Color

White/Black

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND GND

+5V

DO

GND

+5V

DI

GND

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

Description

- Addressable LED strip has 60pcs SMD5050 RGB built in IC chips 

- 60 pixels per meter, each single LED is cut-able 

- The PCB is 1+2 Ounce thick copper 

- All the soldering pads are very large 

- White & Black PCB, DC5V voltage 

- 5 Meters per reel, customized sizes are also available 

- 3Pin JST SM connector

- IP Rate: IP20, IP64, IP65

Product Parameter

DC5V

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

Dimension (unit: mm/in)

PN LED Type

SMD5050
60LEDs/m

Emitting color Cutting unitPower

14.4W/m

Voltage

DC5VS010060CA3SA1

Dimension

5000*10mm

Protocol/Pixel/m

SPI-SK6812
60pcsRGB 16.67mm

PCB Color

White/Black

16.67mm/0.656in

5000mm/196.85in

10mm/0.393in

120mm/4.72in

Input Output

DC5V

DI

GND

DO DO DO DO DO DO DO DO DO DO DO DO

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

IP Rate
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- High density addressable LED strip has 144 pixels per reel 

- Each single LED can be cut, SPI signal protocol 

- The PCB is 2+2 Ounce copper for heat dissipation 

- White & Black PCB, DC5V voltage 

- 1 Meter per reel, customized sizes are also available 

- 3Pin JST SM connector

- IP Rate: IP20, IP64, IP65

Product Parameter

IP Rate

DC5V

1000mm/39.37in

12mm/0.472in

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

6.9mm/0.271in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

DC5V

DI

GND

Dimension (unit: mm/in)

Input

PN LED Type

SMD5050
144LEDs/m

Emitting color Cutting unitPower

24W/m

Voltage

DC5VS012144CA3SA1

Dimension

1000*12mm

Protocol/Pixel/m

SPI-SK6812
144pcsRGB 6.9mm

PCB Color

White/Black

Output

DO

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

Description

- Dual signal line transmission LED strip, break-point resume 

- The strip will keep working if any LED becomes damaged or physically 

removed 

- Addressable LED strip has 30pcs SMD5050 RGB built in IC chips 

- 30pixels/m, cut-able every 33.3mm 

- The PCB is 1+1 Ounce copper, PCB wide is 10mm 

- White & Black PCB, DC5V voltage 

- 5 Meters per reel, customized sizes are also available 

- 4Pin JST SM connector

- IP Rate: IP20, IP64, IP65

Product Parameter

IP Rate

DC5V

5000mm/196.85in

10mm/0.393in

GND

BI

+5V

DI

GND

DO

+5V

BO

GND

BI

+5V

DI

GND

DO

+5V

BO

GND

BI

+5V

DI

GND

DO

+5V

BO

GND

BI

+5V

DI

GND

DO

+5V

BO

33.3mm/1.311in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

DI

BI

DC5V

GND

Dimension (unit: mm/in)

Input Output

PN LED Type

SMD5050
30LEDs/m

Emitting color Cutting unitPower

7.2W/m

Voltage

DC5VS010030CA3SA6

Dimension

5000*10mm

Protocol/Pixel/m

SPI-WS2813
30pcsRGB 33.3mm

PCB Color

White/Black

GND

DO

+5V

BO

GND

BI

+5V

DI

GND

DO

+5V

BO

GND

BI

+5V

DI

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- Dual signal line transmission LED strip, break-point resume 

- The strip will keep working if any LED becomes damaged or physically 

removed 

- Addressable LED Strip has 60pcs SMD5050 RGB built in IC chips 

- 60pixels/m, cut-able every 16.67mm 

- The PCB is 1+1 Ounce copper, PCB wide is 10mm 

- White & Black PCB, DC5V voltage 

- 5 Meters per reel, customized sizes are also available 

- 4Pin JST SM connector

- IP Rate: IP20, IP64, IP65

Product Parameter

IP Rate

DC5V

5000mm/196.85in

10mm/0.393in

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

16.67mm/0.656in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

Dimension (unit: mm/in)

Input

PN LED Type

SMD5050
60LEDs/m

Emitting color Cutting unitPower

14.4W/m

Voltage

DC5VS010060CA3SA6

Dimension

5000*10mm

Protocol/Pixel/m

SPI-WS2813
60pcsRGB 16.67mm

PCB Color

White/Black

Output

DI

BI

DC5V

GND

GND

+5V

GND

+5V

BI

DI

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

Description

- Dual signal line transmission LED strip, break-point resume 

- The strip will keep working if any LED becomes damaged or physically 

removed 

- Addressable LED Strip has 144pcs SMD5050 RGB built in IC chips 

- 144Pixels/m, cut-able every 6.9mm 

- The PCB is 3 Ounce copper, PCB wide is 12mm 

- White & Black PCB, DC5V voltage 

- 1 Meter per reel, customized sizes are also available 

- 4Pin JST SM connector

- IP Rate: IP20, IP64, IP65

Product Parameter

IP Rate

DC5V

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

Dimension (unit: mm/in)

PN LED Type

SMD5050
144LEDs/m

Emitting color Cutting unitPower

24W/m

Voltage

DC5VS012144CA3SA6

Dimension

1000*12mm

Protocol/Pixel/m

SPI-WS2813
144pcsRGB 6.9mm

PCB Color

White/Black

DI

BI

DC5V

GND

1000mm/39.37in

12mm/0.472in

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

DI

GND

DO

+5V

BO

6.9mm/0.271in

120mm/4.72in

Input Output

GND

BI

+5V

DO

GND

DO

+5V

BO

GND

BI

+5V

GND

DO

+5V

DO

BO

GND

DO

+5V

BO

GND

BI

+5V

DI

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

DO

+5V

BO

GND

BI

+5V

DI

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

DO

+5V

BO

GND

BI

+5V

DI

GND

BI

+5V

GND

DO

+5V

DI

BO

GND

DO

+5V

BO

GND

BI

+5V

DI

GND

BI

+5V

DO

GND

DO

+5V

BO

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED



21 22

ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- Addressable 12V LED strip with 30pcs SMD5050 RGB LEDs, 

WS2815/GS8208 IC

- Dual signal line transmission and break point resume 

- The strip will keep working if any LED becomes damaged or physically 

removed 

- 30Pixels/m, cut-able every 33.3mm 

- DC12V voltage, the voltage drop will be less 

- White & Black PCB, PCB wide is 10mm 

- 5 Meters per reel, customized sizes are also available 

- 4Pin JST SM connector 

- IP Rate: IP20, IP64, IP65

Product Parameter

IP Rate

DC12V

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

Dimension (unit: mm/in)

PN LED Type

SMD5050
30LEDs/m

Emitting color Cutting unitPower

10W/m

Voltage

DC12VS010030CB3SB7

Dimension

5000*10mm

Protocol/Pixel/m

SPI-WS2815
SPI-GS8208

30pcs
RGB 33.3mm

PCB Color

White/Black

DI

BI

GND

DC12V

5000mm/196.85in

10mm/0.393in

+12V

BI

GND

DI

+12V

DO

GND

BO

+12V

BI

GND

DI

+12V

DO

GND

BO

+12V

BI

GND

DI

+12V

DO

GND

BO

+12V

BI

GND

DI

+12V

DO

GND

BO

33.3mm/1.311in

120mm/4.72in

Input Output

+12V

DO

GND

BO

+12V

BI

GND

DI

+12V

DO

GND

BO

+12V

BI

GND

DI

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

Description

- Addressable 12V LED strip with 60pcs SMD5050 RGB LEDs, 

WS2815/GS8208 IC

- Dual signal line transmission and break point resume 

- The strip will keep working if any LED becomes damaged or physically 

removed 

- 60Pixels/m, cut-able every 16.67mm 

- DC12V voltage, the voltage drop will be less 

- White & Black PCB, PCB wide is 10mm 

- 5 Meters per reel, customized sizes are also available 

- 4Pin JST SM connector

- IP Rate: IP20, IP64, IP65

Product Parameter

IP Rate

DC12V

+12V

BI

GND

+12V

DO

GND

DI

BO

5000mm/196.85in

10mm/0.393in

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

16.67mm/0.656in

C U
R L US

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

Dimension (unit: mm/in)

Input Output

PN LED Type

SMD5050
60LEDs/m

Emitting color Cutting unitPower

20W/m

Voltage

DC12VS010060CB3SB7

Dimension

5000*10mm

Protocol/Pixel/m

SPI-WS2815
SPI-GS8208

60pcs
RGB 16.67mm

PCB Color

White/Black

DI

BI

GND

DC12V

BI

DI

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- Addressable 12V LED strip with 144pcs SMD5050 RGB LEDs, 

WS2815/GS8208 IC 

- Dual signal line transmission and break point resume 

- The strip will keep working if any LED becomes damaged or physically 

removed 

- High density 144Pixels/m, cut-able every 6.9mm 

- The PCB is 3 Ounce copper for heat dissipation 

- DC12V voltage, the voltage drop will be less 

- White & Black PCB, PCB wide is 12mm 

- 1 Meter per reel, customized sizes are also available 

- 4Pin JST SM connector 

- IP Rate: IP20, IP64, IP65

Product Parameter

IP Rate

DC12V

+12V

BI

GND

+12V

DO

GND

DI

BO

1000mm/39.37in

12mm/0.472in

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BO

GND

+12V

DO

GND

DO

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

+12V

BI

GND

+12V

DO

GND

DI

BO

6.9mm/0.271in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

Dimension (unit: mm/in)

Input Output

PN LED Type

SMD5050
144LEDs/m

Emitting color Cutting unitPower

24W/m

Voltage

DC12VS012144CB3SB7

Dimension

1000*12mm

Protocol/Pixel/m

SPI-WS2815
SPI-GS8208

144pcs
RGB 6.9mm

PCB Color

White/Black

DI

BI

GND

DC12V

BI

DI

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

Description

- Addressable LED strip has 30pcs SMD5050 RGB built in IC Chips 

- Each single LED per unit and cut-able every 33.3mm 

- The PCB is 1+2 Ounce copper, PCB wide is 10mm 

- All the soldering pads are very large, with +/-, DAT and CLK 

- White & Black PCB, DC5V voltage 

- 5 Meters per reel, customized sizes are also available 

- 4Pin JST SM connector

- IP Rate: IP20, IP64, IP65 

Product Parameter

IP Rate

DC5V

5000mm/196.85in

10mm/0.393in

GND

CLKI

VOC

SDI

GND

SDO

VOC

CLKO

33.3mm/1.311in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

SDI

CLKI

DC5V

GND

Dimension (unit: mm/in)

Input

PN LED Type

SMD5050
30LEDs/m

Emitting color Cutting unitPower

7.2W/m

Voltage

DC5VS010030CA3SA2

Dimension

5000*10mm

Protocol/Pixel/m

SPI-SK9822
30pcsRGB 33.3mm

PCB Color

White/Black

Output

GND

CLKI

VOC

SDI

GND

CLKI

VOC

SDI

GND

SDO

VOC

CLKO

GND

CLKI

VOC

SDI

GND

SDO

VOC

CLKO

GND

CLKI

VOC

SDI

GND

SDO

VOC

CLKO

GND

CLKI

VOC

SDI

GND

SDO

VOC

CLKO

GND

CLKI

VOC

SDI

GND

SDO

VOC

CLKO

GND

SDO

VOC

CLKO

GND

CLKI

VOC

SDI

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- Addressable LED strip has 60pcs SMD5050 RGB built in IC chips 

- Each single LED per unit and cut-able every 16.67mm 

- The PCB is 1+2 Ounce copper, PCB wide is 12mm 

- All the soldering pads are very large, with +/-, DAT and CLK 

- White & Black PCB, DC5V voltage 

- 5 Meters per reel, customized sizes are also available 

- 4Pin JST SM connector

- IP Rate: IP20, IP64, IP65

Product Parameter

IP Rate

DC5V

5000mm/196.85in

12mm/0.472in

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

CI

VOC

GND

DO

VOC

DI

CO

16.67mm/0.656in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

DI

CI

DC5V

GND

Dimension (unit: mm/in)

Input

PN LED Type

SMD5050
60LEDs/m

Emitting color Cutting unitPower

15.3W/m

Voltage

DC5VS012060CA3SA2

Dimension

5000*12mm

Protocol/Pixel/m

SPI-SK9822
60pcsRGB 16.67mm

PCB Color

White/Black

Output

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

Description

- High density addressable LED strip has 144 pixel & LED per reel 

- Each single LED per unit and cut-able every 6.9mm 

- The PCB is 2+2 Ounce thick copper for heat dissipation 

- White & Black PCB, PCB wide is 12mm 

- SPI protocol with +/-, DAT and CLK, DC5V voltage 

- 1 Meter per reel, customized sizes are also available 

- 4Pin JST SM connector

- IP Rate: IP20, IP64, IP65 

Product Parameter

IP Rate

DC5V

1000mm/39.37in

12mm/0.472in

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

CI

VOC

DI

GND

DO

VOC

CO

6.9mm/0.271in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

Dimension (unit: mm/in)

Input

PN LED Type

SMD5050
144LEDs/m

Emitting color Cutting unitPower

36.7W/m

Voltage

DC5VS012144CA3SA2

Dimension

1000*12mm

Protocol/Pixel/m

SPI-SK9822
144pcsRGB 6.9mm

PCB Color

White/Black

Output

DI

CI

DC5V

GND

GND

CI

VOC

DI

GND

DO

VOC

CO

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

DO

VOC

CO

GND

CI

VOC

DI

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

DO

VOC

CO

GND

CI

VOC

DI

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

DO

VOC

CO

GND

CI

VOC

DI

GND

CI

VOC

GND

DO

VOC

DI

CO

GND

DO

VOC

CO

GND

CI

VOC

DI

GND

CI

VOC

DI

GND

DO

VOC

CO

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- Side emitting addressable LED Strip with SMD4020 RGB LED chips

- 60Pixels/m, cut-able every 16.67mm

- The PCB is 1+1 Ounce copper, 8mm width

- PCB Color: White only, DC5V voltage, SPI signal protocol

- 5 Meters per reel, Customized sizes are also available 

- 3Pin JST SM connector, IP65 waterproof by silicon tube housing

Product Parameter

IP Rate

DC5V

GND

DI

+5V

GND

DO

+5V

5000mm/196.85in

8mm/0.315in

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

16.67mm/0.656in

ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

GND

DI

DC5V

Dimension (unit: mm/in)

Input Output

PN LED Type

SMD4020
Side

60LEDs/m

Emitting color Cutting unitPower

10.8W/m

Voltage

DC5VS008060IA3SA1

Dimension

5000*8mm

Protocol/Pixel/m

SPI-SK6812
60pcsRGB 16.67mm

PCB Color

White

GND

+5V

GND

+5V

IP20

FPC

IP65

FPC

SILICON TUBE

LED
LED

Description

- Side emitting addressable LED Strip with SMD4020 RGB LED chips

- 90Pixels/m, cut-able every11.1mm

- The PCB is 1+1 Ounce copper, 8mm width

- PCB Color: White only, DC5V voltage, SPI signal protocol

- 5 Meters per reel, Customized sizes are also available

- 3Pin JST SM connector, IP65 waterproof by silicon tube housing

Product Parameter

IP Rate

DC5V

GND

DI

+5V

GND

DO

+5V

5000mm/196.85in

8mm/0.314in

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

11.1mm/0.437in

ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

GND

DI

DC5V

Dimension (unit: mm/in)

Input

PN LED Type

SMD4020
Side

90LEDs/m

Emitting color Cutting unitPower

16.2W/m

Voltage

DC5VS008090IA3SA1

Dimension

5000*8mm

Protocol/Pixel/m

SPI-SK6812
90pcsRGB 11.1mm

PCB Color

White

Output

GND

+5V

GND

+5V

IP20

FPC

IP65

FPC

SILICON TUBE

LED
LED
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

30

Description

- Side emitting addressable LED Strip with SMD4020 RGB LED chips

- 144Pixels/m, cut-able every 6.9mm

- The PCB is 3 Ounce copper, 8mm width

- PCB Color: White only, DC5V voltage, SPI signal protocol

- 1 Meter per reel, Customized sizes are also available

- 3Pin JST SM connector, IP65 waterproof by silicon tube housing

Product Parameter

IP Rate

DC5V

GND

DI

+5V

GND

DO

+5V

1000mm/39.37in

8mm/0.314in

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

GND

DI

+5V

GND

DO

+5V

6.9mm/0.271in

ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

Dimension (unit: mm/in)

Input Output

PN LED Type

SMD4020
Side

144LEDs/m

Emitting color Cutting unitPower

26W/m
(max)

Voltage

DC5VS008144IA3SA1

Dimension

1000*8mm

Protocol/Pixel/m

SPI-SK6812
144pcsRGB 6.9mm

PCB Color

White

GND

DI

DC5V

+5V

GND GND

IP20

FPC

IP65

FPC

SILICON TUBE

LED
LED

Description

- Side emitting addressable LED strip with SMD4020 RGB LED chips

- This new SK6812 side emitting addressable LED strip comes out 

under the demand of edge lighting 

- 60*2 Pixels/m, every 16.67mm can be cut 

- PCB Color: White only, PCB is 1+2 Ounce copper, 10mm width

- SPI signal protocol

- 5 Meters per reel, Customized sizes are also available

- 3Pin JST SM connector

- IP65 waterproof with silicon tube housing

Product Parameter

IP Rate

DC5V

ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

Dimension (unit: mm/in)

PN LED Type

SMD4020
120LEDs/m

Emitting color Cutting unitPower

21.6W/m

Voltage

DC5VS010120IA3SA1

Dimension

5000*10mm

Protocol/Pixel/m

SPI-Sk6812
120pcsRGB 16.67mm

PCB Color

Black

GND

DI

DC5V

5000mm/196.85in 120mm/4.72in

10mm/0.393in

16.67mm/0.656in

IP20

FPC

IP65

FPC

SILICON TUBE

LED
LED

Input Output



ABCLED | Digital LED Strip ABCLED | Digital LED Strip
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Description

- This is a tiny flexible LED strip, only 4mm width

- RGB addressable Micro LED chip 1.5*1.5mm only

- Each RGB LED built a mini driver inside, SPI Protocol, 256 level 

gray scale adjustable

- Each unit LED can be cut down and resolder again

- 3pin 26AWG silicone wire

- The LED strip can be link to 1.5m long if powering from one side

- 3M tape attached

- IP Rate: IP20, IP65

Product Parameter

IP Rate

DC5V

ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

DC5V

DI

GND

Dimension (unit: mm/in)

Input Output

PN LED Type

SMD1515
150LEDs/m

Emitting color Cutting unitPower

6W/0.5m

Voltage

DC5VS004150UA3SDO 

Dimension

500*4mm

Protocol/Pixel/pcs

SPI-SK6805
75pcsRGB 6.66mm

PCB Color

White/Black

6.66mm/0.26in

4mm/0.157in

500mm/19.68in

IP20

FPC

IP65

FPC

SILICON TUBE

LED
LED

Description

- Mini skinny high density addressable led strip with 144pixels/m 

- 7mm PCB width with SMD3535 RGB LED chip 

- Cut-able every LED with 6.9mm, and SPI SK6812 signal protocol 

- The PCB is 1 + 2 Ounce copper for heat dissipation 

- 1 meter per reel attached 3M tape, customized sizes are available 

- 3Pin JST SM connector

- IP Rate: IP20, IP64, IP65

Product Parameter

DC5V

1000mm/39.37in

7mm/0.275in

6.9mm/0.271in

IP Rate

ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

GND

DI

DC5V

Dimension (unit: mm/in)

Input Output

PN LED Type

SMD3535
144LEDs/m

Emitting color Cutting unitPower

26W/m
(max)

Voltage

DC5VS007144DA3SA1

Dimension

1000*7mm

Protocol/Pixel/m

SPI-SK6812
144pcsRGB 6.9mm

PCB Color

White

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED



ABCLED | Digital LED Strip ABCLED | Digital LED Strip
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Description

- SMD 3535 RGBW addressable LED strip 

- The IC built in the LED chip (individually controlled every LEDs). 

- Compared with RGB led strip, there are one more white color, more 

lighting effects

- The color(CCT) of white can be warm white, nature white, pure white 

and cold white, colors are rich and varied, 

- It can realize different changing effects in the controller

- 5mm width, light and thin: suitable for installation in narrow space

- Easy and free cutting and welding 

- 5 Meter per reel, customized sizes are also available

Product Parameter

IP Rate

30LEDs/m

ROHS

2
YEAR

WARRANTY

120mm/4.72in

0.22mm/0.008inDC5V

DI

GND

Dimension (unit: mm/in)

Input

PN LED Type

SMD3535
30LEDs/m

Emitting color Cutting unitPower

7.2W/m

Voltage

DC5V

S005030DA4SA1

Dimension

5000*5mm

Protocol/Pixel/m

SPI-WK6812
30pcs 33.3mm

PCB Color

White/Black

16.67mm
SPI-SK6812

60pcsS005060DA4SA1

Output

SMD3535
60LEDs/m

14.4W/m

5V

-
D O

5V

-
D I

5V

-
D O

5V

-
D I

5V

-
D O

5V

-
D I

5V

-
D O

5V

-
D I

5V

-
D O

5V

-
D I

5V

-
D O

5V

-
D I

5V

-
D O

5V

-
D I

5V

-
D O

5V

-
D I

5V

-
D O

5000mm/196.85in

5mm/0.196in

33.3mm/1.31in

RGB+W:3000K/
4000K/6000K 

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

Description

- SMD 3535 RGBW addressable LED strip 

- The IC built in the LED chip (individually controlled every LEDs)

- 144pcs LED per meter 

- There is one more white color based on RGB LED 

- The color(CCT) of white can be warm white,nature white, pure white 

and cold white, colors are rich and varied

- It can realize different changing effects in the controller

- 8mm width, light and thin: suitable for installation in narrow space

- Easy and free cutting and welding 

- 1 Meter per reel, customized sizes are also available

Product Parameter

IP Rate

DC5V

ROHS

2
YEAR

WARRANTY

0.22mm/0.008in
DC5V

DI

GND

Dimension (unit: mm/in)

Input

PN LED Type

SMD3535
144LEDs/m

Emitting color Cutting unitPower

34W/m

Voltage

DC5VS008144DA4SA1

Dimension

1000*8mm

Protocol/Pixel/m

SPI-SK6812
144pcs 6.9mm

PCB Color

White/Black

Output
8mm/0.314in

6.9mm/0.271in

1000mm/39.37in

i le .i
GND

DC5V

DI

GND

DC5V

DI

GND

DC5V

DI

GND

DC5V

DI

GND

DC5V

DI

GND

DC5V

DI

GND

DC5V

DI

GND

DC5V

DI

GND

DC5V

DI

GND

DC5V

DI

GND

DC5V

DI

GND

DC5V

DI

GND

DC5V

DI

120mm/4.72in

RGB+W:3000K/
4000K/6000K 

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED
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Description

- SMD 5050 RGBW addressable LED strip 

- The IC built in the LED chip (individually controlled every LEDs), SPI signal 

- The color(CCT) of white can be warm white, pure white and cold white 

- 30Pixels per meter, cut-able every 33.3mm 

- The PCB is 1+1 Ounce copper, 10mm width, White and Black PCB are 

available

- 5 Meters per reel, customized sizes are also available 

- 3Pin JST SM connector

- IP Rate: IP20, IP64, IP65

Product Parameter

IP Rate

DC5V

C U
R L US

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008inDC5V

DI

GND

Dimension (unit: mm/in)

PN LED Type

SMD5050
4 in1

30LEDs/m

Emitting color Cutting unitPower

7.2W/m
(max)

Voltage

DC5VS010030CA4SA1

Dimension

5000*10mm

Protocol/Pixel/m

SPI-SK6812
30pcs 33.3mm

PCB Color

White/Black

5000mm/196.85in

10mm/0.393in

+5V

DI

GND

+5V

DO

GND

33.3mm/1.311in

120mm/4.72in

Input Output

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND GND

+5V

DO

GND

+5V

DI

GND

RGB+W:3000K/
4000K/6000K 

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

Description

- SMD 5050 RGBW addressable LED Strip 

- the IC built in the LED chip (individually controlled every LEDs), 

SPI signal

- The color(CCT) of white can be warm white, pure white and cold white 

- 60Pixels per meter, cut-able every 16.6mm 

- The PCB is 1+2 Ounce copper, 10mm width, White and Black PCB 

are available

- 5 Meters per reel, customized sizes are also available 

- 3Pin JST SM connector

- IP Rate: IP20, IP64, IP65

Product Parameter

IP Rate

DC5V

5000mm/196.85in

10mm/0.393in

16.67mm/0.656in

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

+5V

DI

GND

+5V

DO

GND

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

DC5V

DI

GND

Dimension (unit: mm/in)

Input Output

PN LED Type

SMD5050
4 in1

60LEDs/m

Emitting color Cutting unitPower

19.2W/m
(max)

Voltage

DC5VS010060CA4SA1

Dimension

5000*10mm

Protocol/Pixel/m

SPI-SK6812
60pcs 16.67mm

PCB Color

White/Black
RGB+W:3000K/
4000K/6000K 

DO

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

ABCLED | Digital LED Strip ABCLED | Digital LED Strip
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ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- SMD 5050 RGBW addressable LED strip, high density LED 144pcs/m, 

- The IC built in the LED chip (individually controlled every LEDs), SPI signal 

- The color(CCT) of White can be warm white, pure white and cold white 

- 144Pixels per meter, cut-able every 6.9mm 

- The PCB is 2+2 Ounce copper for heat dissipation, 12mm width 

- White and Black PCB are available

- 1 Meter per reel, customized sizes are also available 

- IP Rate: IP20, IP64, IP65 

Product Parameter

IP Rate

DC5V

1000mm/39.37in

12mm/0.472in
U1 U1 U1 U1 U1 U1 U1 U1 U1 U1 U1 U1U1U1U1U1U1U1

6.9mm/0.271in

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

DC5V

DI

GND

Dimension (unit: mm/in)

Input

PN LED Type

SMD5050
4 in1

144LEDs/m

Emitting color Cutting unitPower

36W/m
(max)

Voltage

DC5VS012144CA4SA1

Dimension

1000*12mm

Protocol/Pixel/m

SPI-SK6812
144pcs 6.9mm

PCB Color

White/Black

Output

RGB+W:3000K/
4000K/6000K 

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

Description

- S shape(zigzag) addressable flex led strip

- SMD5050 RGB and RGBW types are available

- 60LEDs/m, 5m in a reel, and 3LEDs per section cut-able every 3 leds

- The IC is SK6812, with addressable individually control

- The biggest advantage is the S shape, which can be bend at any Angle

- Only available in IP20 non-waterproof version

Product Parameter

DC5V

5000mm/196.85in

8mm/0.314in
50mm/1.968in

5
V

D
o

G

GND

Din

5V

5
V

D
o

G

GND

Din

5V

5
V

D
o

G

GND

Din

5V

IP Rate

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

0.22mm/0.008in

120mm/4.72in

GND

Din

DC5V

Dimension (unit: mm/in)

Input

PN LED Type

SMD5050
60LEDs/m

Emitting color Cutting unitPower

10.8W/m

Voltage

DC5V

S008060CA3SA1

Dimension

5000*8mm

Protocol/Pixel/m

SPI-SK6812
60pcs

RGB

50mm

PCB Color

White/Black

S008060CA4SA1
RGBW+3000K/

6500K
14.4W/m

Output

IP20

FPC
LED
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Description

- This flex led strip uses SMD2835 RGB LED chip, 

- 120leds/m, single row led chip

- 20Pixels per meter, SPI control

- DC24V constant voltage operation

- Flex PCB with white color or black color

- 1+2 ounce copper FPC, 5mm width

- 5 m per reel, length can be customized

Product Parameter

IP Rate

DC24V

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

Input

PN LED Type

SMD2835
120LEDs/m

Emitting color Cutting unitPower

24W/m
(max)

Voltage

DC24VS005120BC3SC

Dimension

5000*5mm

Protocol/Pixel/m

SPI-TM1903
20pcs 50mm

PCB Color

White/Black

Output

RGB

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

LED
LED LED

5000mm/196.85in

50mm1.96in
5mm0.2in

+24V

DI

GND

...
+24V

DO

GND

+24V

DI

GND

...
+24V

DO

GND

+24V

DI

GND

...
+24V

DO

GND

+24V

DI

GND

...
+24V

DO

GND

+24V

DI

GND

...
+24V

DO

GND

+24V

DI

GND

...
+24V

DO

GND

GND

DI

24V

0.22mm/0.008in

ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- 2835 high brightness led,120LEDs/M, single row LED

- Input voltage DC24V, use SPI controller 

- Flexible PCB, FPC color: white 

- 1+2 OZ copper thickness FPC, 12mm PCB width

- Standard length 5m per roll, the length also can be customized

Product Parameter

IP Rate

DC24V

Dimension (unit: mm/in)

PN LED Type

SMD 2835
120LEDs/m

Emitting color Cutting unitPower

16.5W/m

Voltage

DC24VS012120BC2SF

Dimension

5000*12mm

Protocol/Pixel/m

SPI/WS2811
20pcs2700K+6500K 50mm

PCB Color

White

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

DI

24V

GND

120mm/4.72in

0.22mm/0.008in

50mm/1.97in

5000mm/196.85in

12mm/0.47in

GND

24V

GND

24V

DI D0

GND

24V

GND

24V

DI D0

GND

24V

GND

24V

DI D0

Input Output

40



Description

- This led strip with 120pcs high quality SMD3535 RGB LED chips 

- 20Pixels per meter, SPI control, 6LEDs per section

- DC24V constant voltage operation

- Flexible PCB, FPC color: white.

- 1+2 ounce copper FPC, 12mm width

- 5 m per reel, length can be customized

Product Parameter

IP Rate

DC24V

ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD3535
120LEDs/m

Emitting color Cutting unitPower

36W/m

Voltage

DC24VS012120DC4SD5

Dimension

5000*12mm

Protocol/Pixel/m

SPI/TM1824
20pcs

RGB+3000K/
4000K/6000K

50mm

PCB Color

White

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

GND

DI

24V

0.22mm/0.008in

120mm/4.72in

12mm/0.47in50mm/1.97in

5000mm/196.85in

24V

DI

GND

24V

DO

GND

24V

DI

GND

24V

DO

GND

24V

DI

GND

24V

DO

GND

Input Output

Description

- This led strip with 60pcs high quality SMD5050 RGBW LED chips 

- Use SPI controller, 60Pixels/m, 1 LED per section 

- Input voltage is DC12V 

- Flexible PCB with white / black color 

- 1+2 ounce copper FPC, 12mm width 

- Standard 5M/roll, length can be customized

Product Parameter

IP Rate

DC12V

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD5050
60LEDs/m

Emitting color Cutting unitPower

32W/m

Voltage

DC12VS012060CB4SA1

Dimension

5000*12mm

Protocol/Pixel/m

SPI/SK6812
60pcs

RGB+3000K/
4000K/6000K

16.66mm

PCB Color

White/black

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

DI

12V

GND

16.66mm/0.66in

5000mm/196.85in

12mm/0.47in

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

12V

GND

DI

12V

GND

DO

12V

120mm/4.72in

...

0.22mm/0.008in

Input Output

ABCLED | Digital LED Strip ABCLED | Digital LED Strip
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Description

- This flex led strip uses SMD5050 LED chip, 60leds/m

- 60Pixels per meter, SPI control 

- DC12V constant voltage operation 

- Flex PCB with white color or black color 

- 1+2 ounce copper FPC, 12mm width 

- 5m per reel, length can be customized 

Product Parameter

IP Rate

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD5050
60LEDs/m

Emitting color Lumens/mPower

27W/m

Voltage

DC12V
S012060CB3SA1

(WWA)

Dimension

5000*12mm

Protocol/Pixel/m

SPI/SK6812
60pcs

white+warm 
white+amber

W:254 
WW:268 
A:61lm

PCB Color

White/black

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

DI

12V

GND

120mm/4.72in

0.22

16.66mm/0.66in

5000mm/196.85in

12mm/0.47in

....

12V

GND

DI DO

12V

GND

12V

GND

DI DO

12V

GND

12V

GND

DI DO

12V

GND

12V

GND

DI DO

12V

GND

12V

GND

DI DO

12V

GND

12V

GND

DI DO

12V

GND

12V

GND

DI DO

12V

GND

12V

GND

DI DO

12V

GND

12V

GND

DI DO

12V

GND

ABCLED | Digital LED Strip ABCLED | Digital LED Strip

Description

- Use 2835 high brightness led,126LEDs/M, single row LED.

- Input voltage DC24V, use SPI controller

- Flexible PCB, FPC color: white.

- 1+2 OZ copper thickness FPC, 10mm PCB width.

- Standard length 5m per roll, the length also can be customized

Product Parameter

IP Rate

DC24V

Dimension (unit: mm/in)

PN LED Type

SMD 2835
126LEDs/m

Emitting color Cutting unitPower

8W/m

Voltage

DC24VS010126BC1SF

Dimension

5000*10mm

Protocol/Pixel/m

SPI/WS2811
18pcs

3000K/
4000K/6000K

166.66mm

PCB Color

White

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

IP20

FPC

IP65

FPC

SILICON TUBE

IP64

FPC

PU/SILICON GLUE

IP67

LED
LED

LEDLED
LED

120mm/4.72in

166.66mm/6.56in

5000mm/196.85in

24V

GND

DI

24V

GND

D0

24V
DI

24V

GND

D0

GND

10mm/0.39in

DI

24V

GND

0.22mm/0.008in

Input Output

43 44

Input Output

DC12V



Description

- Use 2835 high brightness led chip, 126LEDs/M

- DC24V voltage operation 

- Auto running LED strip, NO need program just join 

the power cable

- Available color: any single color

- Flexible PCB, FPC color: white

- 1+2 OZ copper thickness FPC, 10mm PCB width

- Standard length 5m/ roll, length can be customized

Product Parameter

IP Rate

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD2835
126LEDs/m

Emitting color Cutting unitPower

8W/m

Voltage

DC24VS010126BC1PR

Dimension

5000*10mm

Protocol/Pixel/m

PWM/Single -chip 
internal control

W:3000K/
4000K/6000K

166.66mm

PCB Color

White

IP67

LED
LED

24V

GND

120mm/4.72in

166.66mm/6.56in

5000mm/196.85in

10mm/0.39in

24V

GND

DI

24V

GND

D0

24V
DI

24V

GND

D0

24V

GND

DO

GND

Description

- SMD3535 RGBW 4 in 1 LED chip, 120LEDs/m

- DMX control, every 6LEDs/pixel(4CH)

- Input voltage is DC24V

- Flexible PCB, FPC color: white.

- 1+2 Ounce copper, 12mm wide

- Standard 5M/roll, length can be customized 

Product Parameter

IP Rate

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD3535
120LEDs/m

Emitting color Lumens/mPower

24W/m

Voltage

DC24VS012120DC4DE1

Dimension

5000*12mm

Protocol/Pixel/m

DMX/Hi512E
20pcs

RGBW:3000K/
4000K/6000K

R: 148 G:356 

B:64 W:383lm

PCB Color

IP20

FPC

IP65

FPC

SILICON TUBE

LED
LED

0.22mm/0.008in

120mm/4.72in

PI

B

GND

A

24V

12mm/0.47in50mm/1.97in

5000mm/196.85in

24V

A

B

PI

GND

24V

A

B

PO

GND

24V

A

B

PI

GND

24V

A

B

PO

GND

24V

A

B

PI

GND

24V

A

B

PO

GND

White
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Input Output
DC24VDC24V



Description

- Side emitting addressable LED Strip with SMD4818 

RGB LED chips.

- This new SK6812 side emitting addressable LED strip 

comes out under the demand of edge lighting.

- 60Pixels/m. Every 83.3mm can be cut.

- Flexible PCB, FPC color: black.

- DC24V voltage. SPI signal protocol. 

- 3Pin JST SM connector.

- The PCB is 1+2 Ounce copper, 10mm width.

- 5 Meters per reel. Customized sizes are also available. 

Product Parameter

IP Rate

L USC U
R

E509505
LISTED ROHS

2
YEAR

WARRANTY

Dimension (unit: mm/in)

PN LED Type

SMD4818
60LEDs/m

Emitting color Lumens/mPower

18W/m

Voltage

DC24VS010060IC3SA1

Dimension

5000*10mm

Protocol/Pixel/m

SPI/SK6812
60pcsRGB

R: 57 G:171 

B:39lm

PCB Color

Black

IP20

FPC

IP65

FPC

SILICON TUBE

LED
LED

DI

24V

GND

0.22mm/0.008in

120mm/4.72in

10mm/0.39in
83.3mm/3.28in

5000mm/196.85in

+24V

DI

GND

+24V

DO

GND

+24V

DI

GND

+24V

DO

GND

+24V

DI

GND

+24V

DO

GND

ABCLED | Digital LED Strip
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Input Output

DC24V




